Puck Custom Enterprises

VIN Deciphering

WMI Number = 1P9/704

1st Section

Position 1

WMI

Position 2

WMI

Position 3

WMI

2nd Section

Position 4

Make

G = Hose Cart/Interchangable Bumper
H = Hose Cart/Gooseneck
L = Lead Pump/Interchangable Bumper
M = Lead Pump/Gooseneck
B = Booster Pump/interchangable Bumper
C=Booster Pump/Gooseneck
D = Interchangable Chassis/Interchangable
Bumper
E = Interchangable Chassis/Gooseneck
S = Specialty Chassis/Interchangable Bumper
T = Specialty Chassis/Gooseneck

Position 5

Body Type

F = Flatbed Trailer
C = Car Hauler Trailer
U = Utility Trailer
S = Specialty Trailer

Position 6

Length

Digit representing 1st number of length

Position 7

Length

Digit representing 2nd number of length

Position 8

Axle Configuration

1 = Single 72" 15,000 Ib, 8 bolt

2 = Single 86" 15,000 ib, 8 bolt

3 = Single 89" 15,000 Ib, 8 bolt
4 = Double 72" 15,000 Ib, 8 bolt
5 = Double 86" 15,000 Ibs, 8 bolt

3rd Section

Position 9

Check Digit

Calculated See 49 CFR 565.15 ©

4th Section

Position 10

Model Year

A=2010
B=2011
C=2012
D=2013
E=2014
F=2015
G =2016
H=2017

Position 11

Location of Manufacture

A = Manning, 1A
B = Merrill, IA
C = Calumet, IA
D = Olewein, IA




Position 12 WMiI 7
Position 13 WMI 0
Position 14 WM 4
Position 15

Position 16 Sequentially Assigned

Position 17




